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H60 PLAIN ROOF TILING
355 VENTILATED EAVES:
Dreadnought Tileline Eaves Ventilation System.
An eaves ventilation system comprising a range of fascia ventilators and an eaves ventilator, fitted between the rafters. The system provides both continuous over fascia roof space ventilation of 10 mm or 25 mm and an insulation interrupter designed to be fixed to the wall plate, and between the rafters. The eaves ventilator is 340 mm long and is designed to be cut to suit the rafter spacing - rafter centres: 350-600 mm.
Two sizes of fascia ventilator are available, both 306 mm long:
10 m air gap - size: 38 x 20 mm.
25 mm air gap - size: 50 x 50 mm.
A 10 mm and 25 mm gutter bracket spacer is available to allow the correct airflow behind the gutter system.
Consult with Dreadnought Tiles technical literature for details. Hinton, Perry & Davenhill Ltd can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Fascia grilles: Polypropylene over fascia roof space ventilator.
Manufacturer: Hinton, Perry & Davenhill Ltd, Dreadnought Works, Pensnett, Brierley Hill, West Midlands, DY5 4TH. Tel: 01384 77405. Fax: 01384 74553. Email: office@dreadnought-tiles.co.uk Web: www.dreadnought-tiles.co.uk 
Product reference: Dreadnought Tileline Fascia Ventilator. 
Air gap: 10 mm. / 25 mm. Complete with 10 mm / 25 mm gutter bracket spacers.

Ventilator trays: Polypropylene insulation interrupter, fixed to wall plate, between rafters.
Manufacturer: Hinton, Perry & Davenhill Ltd, Dreadnought Works, Pensnett, Brierley Hill, West Midlands, DY5 4TH. Tel: 01384 77405. Fax: 01384 74553. Email: office@dreadnought-tiles.co.uk Web: www.dreadnought-tiles.co.uk 
Product reference: Dreadnought Tileline Eaves Ventilator. Cut to size to suit rafter spacing.

